
Light up the world

the smartest energy choice under the sun .
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SIT-

MH8002

1..Adopt 12 inch leafage, There are 

two ways of charge,that is AC and DC .

2.battery:6v4.5 AH*2pcs

3..Working temperature:-10℃- +40℃  

           

4.it can work 5-8 hours after charged 

5. solar panel:5W, charging time:12-

15 hours;  size:275x225x25MM  N.W 

0.6KG G.W;0.7KG

6.solar panel:10W, charging time:6-8 

hours;size:360x290x25MM N.W 1KG 

G.W;1.2KG

                                          

20.2(10W

)
0.164 44.0 17.0 51.0 68.0 45.0 53.0

SIT-

MH1006A

1.400MM/16’’ fan blades, There are 

two ways of charge,that is AC and DC .

2.battery:6v4AH*2pcs

3.. Working temperature:-10℃- +40℃ 

            

4.it can work 3 ~5hrs after charged 

5. solar panel:5W, charging time:12-

15 hours;size:275x225x25MM  N.W 

0.6KG G.W;0.7KG

solar panel:10W, charging time:6-8 

hours;size:360x290x25MM N.W 1KG 

G.W;1.2KG

   

6.5 (10W) 0.036 59.0 14.0 44.0

Solar Rechargeable Emergency Electric Fan

Basic PACKING

gift box size carton size

PIC CODE DESC

http://www.santsgroup.com/


SIT-

MH1006B

(1)400MM fan blades；(2) 2 

maintenance free lead-acid 

batteries；6V4Ah*2;(3)3 level 

controller；1250RPM；(4) a wide-

angle air supply; the level of 

directional (5)it can work 3.5 ~5.5hrs 

after charged；(6)Case Material：PP+ 

Rai＋Surface Treatment(7)charging 

method:AC110V/220V (8) it can also 

charge the battery while the fanner 

working with AC,the light will be 

twinkling when it's being 

charged,while the light will become off 

when it's fully 

charged.（9）15LED，can use for 

lighting

7(10W) 0.036 59.0 14.0 44.0


